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KAISER ENLARGERS Choice of heads, standard B&W, VC or Colour



Formats available from 35mm through 6x6, 6x7, 6x9cm



Choice of column height



Various baseboard sizes



This is a brief overview of the Kaiser System 5 enlarger range to introduce the main features common to all models. For a full breakdown, please request a free copy of the full colour ‘Lab Perspectives’ brochure, or order the superb 348 page Kaiser Catalogue, £3.00. inc. postage. Above all the Kaiser System V is modular, even with most components from the REPRO range and conversion and upgrading is possible through the full range of 35mm, 6x6, 6x7 and 6x9 formats. Four enlarger heads are available, tungsten or halogen black and white, Multigrade and Colour, the two latter using stepless, fade-free dichroic filters. The various combinations of heads, negative and baseboard sizes and column heights results in a range of 15 top quality German made enlargers, including the autofocus models. One of the most significant features of the basic design is the use of double condensers in all versions, with the use of a diffuser plate on Multigrade and Colour heads, resulting in an increase in useful light and contrast, but with the benefits associated with diffuser heads. The enlarger head sits above the condenser housing and can be interchanged quickly by loosening two screws. Many other aspects of the system are interchangeable, including columns, (a choice of 4 versions up to 1.5m), baseboards, (3 models up to 60x80cm) and a full range of glass or glassless inserts for the negative carrier which also features 4 bladed internal masking. Both plain and AN glass inserts are available.



! All major components are manufactured from die-cast magnesium alloy with other components being made from glass-fibre reinforced plastic which is sprayed with an antistatic paint. ! Wall and floor projection for very big enlargements. Tilting head and lens board for distortion correction. Built-in spirit levels on both lens board and column base. ! Removable compound negative carrier with full range of glass and glassless inserts available. Film guide pins for 35mm, 127 & 120 films. 4-blade internal masking interchangeable anti-newton glass insert, adjustable masking strips and film holder arms. ! Internal red filter within the bellows extension. Quick release lens panels. ! Height adjustment by friction drive handcrank. ! Extra wide vibration resistant column manufactured from rectangular aluminium tubing with dull black anodised surface, showing cm and inch scales and enlarging scales for 50mm, 80mm and 90mm lenses. ! Interchangeable pale grey baseboard with adjustable levelling feet. ! White light lever on colour and Multigrade heads. Stepless, 2-stop ND filter on colour and Multigrade heads ! Precise, smooth lens focussing mechanism with extra-fine focus knob on 6x7cm and 6x9cm models. (N.B. 35mm and 6x6cm models can be upgraded to this feature if required. ! Choice of stabilised or unstabilised transformers where required. All enlargers have a 3 Year UK guarantee (except lamps & fuses). Although there are standard enlarger packages, due to the extensive modularity of the system any particular requirements can be supplied at the time of purchase, eg taller column or larger baseboard. This is much less expensive than upgrading in the future. For example a 1.5 metre column will cost an extra £35.89 if ordered with the enlarger instead of the standard column but would be £139.61 if supplied at a later date. So at the outset, think carefully about the the range of options, base boards, wall mounts, and various carrier and head alternatives.



KAISER ENLARGERS 11 428 11 234 11 430 4 701



VCP VCP VCP VCP



3505 6005 7005 9005



35mm Colour Enlarger 6x6cm Colour Enlarger 6x7cm Colour Enlarger 6x9cm Colour Enlarger



4420 4460 4480 4550



430.64 452.77 543.83 553.19



506.00 532.00 639.00 650.00



11 11 11 11



371 383 396 416



VPM VPM VPM VPM



3505 6005 7005 9005



35mm Multigrade Enlarger 6x6cm Multigrade Enlarger 6x7cm Multigrade Enlarger 6x9cm Multigrade Enlarger



4426 4530 4471 4560



416.17 434.89 533.62 541.28



489.00 511.00 627.00 636.00



11 11 11 11



320 332 357 369



VP VP VP VP



4425 4465 4470 4540



301.28 315.74 422.13 427.23



354.00 371.00 496.00 502.00



4510 4500 4505



1005.96 1198.30 1177.02



1182.00 1408.00 1383.00



-



3505 6005 7005 9005



35mm B/W Enlarger. 6x6cm B/W Enlarger 6 x7cm B/W Enlarger 6x9cm B/W Enlarger



VPE 6002 6x6cm B&W Autofocus Enlarger VCE 7005 AF 6x7cm Colour Enlarger VME 7005 AF 6x7cm Multigrade Autofocus Enlarger



KAISER ENLARGER ACCESSORIES 11 318 11 298



Transformer (unstabilised) Transformer (stabilised)



4453 4451



63.83 119.15



75.00 140.00



49 863 50 239 50 241 50 254 50 266 50 278 50 349 11 112 11 148 11 190 4 694 50 337



A/N Glass / Neg. Mask 6 x 7cm Inserts A/N Glass / Neg. Mask 6 x 6cm Inserts A/N Glass / Neg. Mask 35mm Inserts A/N Glass + Plain Glass Insert A/N Glass Inserts 6x7cm [pair] A/N Glass + oversize 35mm mask [24.5x36.5mm] Plain Glass insert [pair] Negative Mask 24x36cm Neg Masks 4.5x6cm [pair] Neg Masks 6 x 6cm [pair] Neg Masks 6 x 7cm [pair] Neg Carrier 24x36 6000 Solid Inserts x 2 [aperture can be self-cut to any size]



4432 4434 4435 4433 4487 4491 4490 4486 4431 4485 4436 4351 4494



14.89 15.32 14.47 22.98 24.68 15.74 22.13 9.36 8.94 9.46 9.36 11.91 15.74



17.50 18.00 17.00 27.00 29.00 18.50 26.00 11.00 10.50 11.12 11.00 13.99 18.50



50 313 40 850 11 588 40 602 50 325



Enlarger Column 1m with mount Enlarger Column 1m with mount, Counter balanced Enlarger Column 1.2metre [arm, rack & roll-off spring] Enlarger Column 1.5metre [with mount & winder] Wall Mounting Unit



4473 4474 4408 4409 4412



96.17 102.13 170.21 160.85 85.11



113.00 120.00 200.00 189.00 100.00



11 608 50 376 50 293 50 352 50 364



Extension Arm Repro Adaptor Fine Drive Knob (1:1 & 1:6) Lens Mount (up to 50mm) Lens Mount (60 to 105mm)



4455 4421 4422 4423 4424



48.51 84.21 57.01 5.11 5.11



57.00 99.00 66.99 6.00 6.00



40 194 40 835 11 591



Base Board 45 x 50cm Base Board 50 x 60cm Base Board 60 x 80cm



4472 4413 4414



76.60 72.34 80.85



90.00 85.00 95.00
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MEOPTA ENLARGERS Meopta produce an extensive range of enlargers offering excellent value for money. Designed and manufactured to high precision in the Czech Republic, their robust metal construction and quality finish have made them widely accepted in situations of heavy use such as community workshops and colleges. The range runs from the compact but solid Axomat Standard for beginners to the 6x9cm Magnifax 4. A full range of accessories is available to tailor the enlargers to every situation. This includes VC and colour heads, and precision made metal inserts in all standard formats, avoiding dust problems associated with glass negative carriers.



Meopta AXOMAT The AXOMAT STANDARD is a basic 35mm enlarger. In common with all Meopta’s current range it is constructed of tough cast steel, has smooth twin railed bellows focusing, smooth head elevation by geared crank handle, magnification scale on column, wall or floor projection facility, red swing filter and high quality wooden baseboard. A filter drawer is fitted, and illumination is via double glass condensers The AXOMAT 5a is a deluxe version of the Standard model, with taller column, larger baseboard, and extensive lens plane movements. The metal negative carrier is an enhanced type with split line focusing aid, and device for locking it partially ajar to aid negative adjustment. The AXOMAT 5a COLOUR has the same specification as the Axomat 5 Black & White, but with the Meopta Color 3 colour head. A fine focus control with 6:1 gearing is also fitted, to aid critical adjustment. 50 388



AXOMAT 5 Student 35mm with filter drawer



141.28



166.00



44 163



AXOMAT 5a B&W 35mm



160.85



189.00



50 408



AXOMAT 5a MEOGRADE



275.74



324.00



44 040



AXOMAT 5a COLOUR



281.70



331.00



---



Negative Carrier Axomat 5 / 5a (included with enlarger)



---



Negative Carrier Axomat 5 Standard (included with enlarger)



28.08 12.76



33.00 15.00



Meopta OPEMUS 6 The OPEMUS 6 STANDARD is a basic 6x6cm medium format enlarger in the range. It has a plastic negative carrier with removable 6x6cm glass inserts, light source is via double glass condensers. Inserts can be fitted for smaller formats. The OPEMUS 6 BLACK & WHITE is a 6x6cm medium format version of the deluxe Axomat 5 Black and White enlarger. It comes with a larger metal negative carrier, fitted with removable 6x6cm anti-newton ring glasses, and 4 adjustable masking blades. The chassis can also be supplied fitted with the MEOGRADE3 VC head. The OPEMUS 6a COLOUR ENLARGER is the medium format version of the Axomat 5A enlarger.It has the same metal negative carrier as the Opemus 6 Black & White, with a larger mixing chamber fitted in the Color 3 head to cover all formats up to 6x6cm. OPEMUS 6



Meopta Opemus 7 The OPEMUS 7 BLACK & WHITE enlarger is a straightforward upgrade to 6x7cm of the Opemus 6 equivalent. It has the necessary larger negative carrier, bellows extension and condenser system required for the 6x7cm format. The OPEMUS 7 COLOUR enlarger is the colour version of the Opemus 7, being fitted with the Meopta Color 3 head, the appropriate 6x7cm mixing chamber and a fine focus control The OPEMUS 7 MEOGRADE enlarger uses the same 6x7cm chassis and is fitted with the Meograde 3 VC head. OPEMUS 7 44 151



OPEMUS 7 B&W 6x7cm enlarger



234.42



50 569



OPEMUS 7a COLOUR (inc transformer)



354.89



275.44 417.00



50 571



OPEMUS 7a Meograde



347.23



408.00



Accessories for OPEMUS 7 50 583



Glassless Insert for Opemus 7, 24 x 36mm



9.36



11.00



50 596



Glassless Insert for Opemus 7, 6 x 4.5cm



9.36



11.00



50 603



Glassless Insert for Opemus 7, 6 x 6cm



9.36



11.00



50 616



Glassless Insert for Opemus 7, 6 x 7cm



9.36



11.00



50 628



Pair of Glasses (1 Anti-newton + 1 plain)



16.17



19.00



50 630



Opemus 7 Anti-newton glass, single



9.36



11.00



50 655



Opemus 7 Plain glass, single



7.66



9.00



50 667



Negative Carrier Opemus 7 with glasses (included with enlarger) 45.96



54.00



Meopta MAGNIFAX The MAGNIFAX 4 BLACK & WHITE is built to the most heavy duty specification, this is Meopta’s top of the range model. It has all the features of the Opemus 7 Black & White, plus a taller broader gauge column, large 60x60cm baseboard and the ability to handle negatives up to a full 6x9cm. It is fitted with an oversized three component adjustable condenser system The MAGNIFAX 4a COLOUR ENLARGER has the same heavy duty Magnifax chassis with the addition of a fine focus control, the Meopta Color 3 colour head, and 6x9cm mixing chamber. or for black and white variable contrast work the MEOGRADE head can be specified. MAGNIFAX 19 806



Magnifax 4a B&W



359.15



422.00



13 122



Magnifax 4a Colour Enlarger



425.53



500.00



19 786



Magnifax 4a Meograde



416.17



489.00



Accessories for MAGNIFAX 13 218



Glassless insert for 35mm



9.36



11.00



13 477



Glassless insert for 6x6



9.36



11.00



13 244



Glassless insert for 6x7



9.36



11.00



13 328



Glassless insert 28x28mm



9.36



11.00



13 232



Glassless insert for 35mm Slide Copying



9.36



11.00



50 679



Pair of Glasses (1 Antinewton + 1 Plain)



16.17



19.00



50 681



Magnifax Anti-newton glass, single



9.36



11.00



50 694



Magnifax Plain glass, single



7.66



9.00



50 701



Negative Carrier Magnifax 4



51.06



60.00



44 175



Fine Focus Knob for Magnifax



17.03



25.00



40 666



35mm Condenser for Magnifax B&W



25.53



30.00



50 423



Opemus 6 Standard, inc. filter drawer



166.37



195.49



50 726



Lens Mount for Magnifax 4/4A 39mm



50 435



Opemus 6A B&W 6x6cm



204.25



240.00



50 738



Magnifax Tripod Adaptor



50447



Opemus 6A MEOGRADE 3



314.04



369.00



13 185



Opemus 6A Colour Enlarger



320.85



377.00



9.36



11.00



11.06



13.00



General Meopta Accessories



Accessories for OPEMUS 6 9.36



11.00



50 740



Fine Focus Control Axomat/Opemus



17.02



20.00



9.36



11.00



50 753



Flexible Focus Extension Drive



17.02



20.00



9.36



11.00



50 765



Tripod Adaptor for Opemus 6 & Axomat 5



10.21



12.00



9.36



11.00



50 792



Lens Mount for 30mm fitting lenses



9.36



11.00



9.36



11.00



50 789



Mount adaptor 39/23.5



9.36



11.00



16.17



19.00



---



Macro Attachment 70, Opemus & Axomat



13.61



16.00



Opemus Anti-newton glass, single



9.36



11.00



---



Macro Attachment 70, Opemus & Axomat



15.31



18.00



Opemus Plain glass, single



9.36



9.00



---



Copying Equipment 35mm



68.09



80.00



9.36



11.00



---



Copying Equipment 6x6cm



20.43



24.00



9.36



11.00



---



Copying Equipment 6.5x9



30.64



36.00



45.96



54.00



---



Plate Holder 6.5x9



4.25



5.00



Negative Carrier for Opemus 6 STANDARD plastic 16.17



19.00



---



Cut Film Sheath 6.5x9



4.25



5.00



---



Diffusion Screen



9.36



11.00



50 450



Glassless Insert for Opemus 6



16 679



Glassless Insert for Opemus 6



35mm 6 x 6cm



13 330



Glassless Insert for Opemus 6



6 x 4.5cm



16 694



Glassless Insert for Opemus 6



2 x 2” slide



50 462



Glassless Insert for Opemus 6



50 474



Opemus glasses / pair, 1 plain + 1 a/n



50 486 50 499 50 505



Lens Mount for Opemus 6 39mm



50 520



Lens Mount for Opemus M42



50 532



Negative Carrier for Opemus 6 metal/maskable



50 544



18 x 24mm
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DARKROOM EQUIPMENT Meopta Light Sources



DUNCO 4 Bladed Easels



Color 3 Colour Head This versatile dichroic diffusion colour head will fit any enlarger in the current Meopta range. When replacing the condenser head on an existing black and white model, the relevant mixing chamber is required to cover the maximum negative format used. Stepless filtration of up to 200 (Meopta) units is provided by 3 illuminated dials. A fourth dial provides neutral density adjustment up to 2 stops. The light source is a 12v 100w halogen reflector lamp, which requires a separate 12 volt transformer (supplied as standard with colour enlargers only).



Meograde Variable Contrast Head



Now more or less the last of the breed, heavy duty high quality masking easels. DUNCO German-made 4-blade easels combine excellent design with robust construction, and as we are importing them directly are also very good value for money. Paper positioning is by slipping the leading edge of the paper into one of a series of laser cut slots on the baseboard. These are fitted with stops for repeatable positioning. Four slots are available, and normally one will be selected that allows working under the central axis of the lens, minimising re-siting the easel.



90/4 & 90/5 4-BLADE EASELS



Identical in size and specification to the Color 3 head, the Meograde head will replace the condenser head of any current Meopta black & white enlarger. A single filtration dial for contrast grades 0 to 5 (in half grade steps) has the advantage of retaining uniform exposure throughout the contrast range of VC black & white papers.



Meopta Light Mixing Chambers Full range of mixing chambers available as accessories to fit all colour enlarger variations above. LIGHT SOURCES & MIXING CHAMBERS 50 812



Meograde 3 VC Head



136.17



160.00



50 824



Colour 3 Head



144.68



170.00



50 848



Transformer 12v 100w



57.87



68.00



50 851



Mixing Chamber 35mm



9.36



11.00



50 863



Mixing Chamber 6x6cm



9.36



11.00



50 875



Mixing Chamber 6x7cm



9.36



11.00



50 907



Mixing Chamber 6x9cm



9.36



11.00



Meopta Copy Stand Equipment We can testify to the quality and value of these stands - we have used one for all our in-house copying for several years and have no complaints. The robust columns and base boards of Meoptas enlarger range are also the basis of the ‘Reprovariant’ copy stand system. The OP6 system utilises the same chassis as the Opemus 6 enlarger with a 59x42cm baseboard and maximum camera elevation of 80cm.The MG4 is derived from the Magnifax 4 enlarger with a 23.5 x 23.5cm base board and maximum camera elevation of 100cm. Both these copy stands are supplied with 4 ES lamp holders on two independently mounrted arms that are adjustable in height and angle. The camera mounting platform is constructed from 3 heavy duty sections allowing comprehensive variation of positioning for any camera up to medium format. Owners of Meopta enlargers can convert them by purchasing the lights and camera mounting platforms as accessories.A budget priced copy arm is available as an alternative to the mounting platform for use with 35mm cameras only. -



Copy Stand MA4 + 4 lights



260.43



-



Copy Stand OP6 + 4 lights



219.57



258.00



-



Copy Stand MA4 without lights



150.64



177.00



-



Copy Stand OP6 without lights



-



Copy light set of 4 lights



-



27 293



90/4 PROFESSIONAL 12x16” 4-BLADE



255.00



299.63



27 313



90/5 PROFESSIONAL 16x20” 4-BLADE



330.00



387.75



24/5 10x12” 4-BLADE EASEL



306.00



99.57



117.00



120.00



141.00



Copy light set of 2 lights



93.62



110.00



Camera Holder Deluxe Magnifax



50.21



59.00



-



Camera Holder Axomat / Opemus



40.00



47.00



-



Copy Arm Axomat 5 / Opemus 6 & 7



16.17



19.00



-



Copy Arm for Opemus / Axomat



16.17



19.00



-



Copy Arm for Magnifax



17.02



20.00



-



The ‘Professional Deluxe’ has the same construction through the range of sizes. The frame is constructed of high precision rectangular steel tube soldered for additional strength. The baseboard is 1” high, surfaced with steel and covered with a chemical resistant powder coating. This has a matt grey (18%) coating to minimise reflections. Magnetic strips are available as an accessory when using the easel for copying, or as a borderless easel. The 4 masking blades are made of spring steel and teflon coated underneath to prevent friction with paper surfaces. These are adjusted by turning large control knobs on the friction drive. The width of the required borders can be immediately read on the adjustable magnetic scale rulers. A built-in gas spring mechanism makes the frame easy to open and close, ‘parking’ in a vertical position allowing both hands free for paper insertion and removal.



Built to the same standard as the larger 12x16 and 16x20” Dunco easels, and also incorporating a 4-laded masking assembly with gas lift. A new feature is the side handle for easy and fast manipulation. 27 266



24/5 PROFESSIONAL 10x12” 4-BLADE



150.00



176.25



The 85/5 Borderless Easel uses plate glass as a cover for the paper, ensuring complete flatness as well as image right to the paper edge. It also doubles up as a useful copy easel. 27 300



85/5 BORDERLESS EASEL (glass) 16x20”



130.00



152.75



27 349



MAGNETIC STRIPS for metal surfaced easels



18.50



21.74



---



MAGNETIC SCALE for border adjustment



15.50



17.04
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ENLARGING EASELS LPL Easels



KAISER ENLARGING EASELS



Basic, but adequate quality, with top and left margin settings varying between 1/4” and 1/2”. A stop allows the blade assembly to be left in the upright position. The blades are held on the carriage with a friction stop, requiring finger pressure for release when moving the arms.



Promask Pro.Enlarging Easel Margin stop with preclamping device, format markings and sinkable grid pins for centered positioning of photo paper. Grid pins at standard hole intervals. Frame made of non-warping moulded aluminium. Scales in cms and inches. Pneumatic spring with end position damping. Raised frame stays open. Four sliding masking strips with fast adjustment and fine setting by friction drive, lockable. Border width adjustable from 2 to 45mm (0.08 to 1.8"). Each strip is individually adjustable. Light grey base plate. Non-slip rubber feet. 4702: For formats up to 24 x 30 cm (9.5 x 12"). Dimensions: 524 x 70 x 468 mm (20.6 x 2.8 x 18.4") 4704: For formats up to 30 x 40 cm (12 x 16"). Dimensions: 630 x 70 x 515 mm (20.6 x 2.8 x 18.4")



284.94



334.80



Promask 4704 Easel 12 x 16"



327.04



384.27



50 887



Promask 4705 Easel 16 x 20"



353.15



414.95



50 910



Promask 4706 Easel 20 x 24"



425.98



500.53



50 922



Topmask Easel 4708 9.5 x 12"



200.63



235.74



Kaiser Masking Frame 9.5x12” Handles paper to 24 x 30 cm (9.5 x 12") Budget price easel, metal base plate with non-slip base and dull white surface. Adjustable margins for borders from 5 to 12 mm (0.2 to 0.5"). Metal dull black masking frame with cm and inch scales and snap paper holding mechanism. Bilaterally guided self-adjusting masking bands with instant-lock push buttons.



65.00



38 143



11x14”



65.53



77.00



68 619



14x17”



86.38



101.50



76 734



16x20”



118.72



139.50



8 039



17X14” 4-BLADED



200.00



235.00



84 568



18x24cm (8x10”) Meopta Easel



27.23



32.00



22 210



30x40cm (12x16”) Meopta Easel



40.00



47.00



Meopta Pro Easels



Topmask Enlarging Easel Models for formats 24 x 30 cm (9.5 x 12") and 30 x 40 cm (12x16"). Metal masking frame with cm and inch scales. Two bilaterally guided masking bands with instant lock push buttons. Pneumatic spring with end position damping, raised frame stays open. Two separately adjustable margins for borders from 5 to 25 mm (0.2 to 1"). Automatic paper clamping when closing masking frame. Base plate made from heavy duty hardboard with light grey coating to prevent reflections.



59.75



55.32



Basic enlarging easels in two popular sizes. They are both 2-bladed designs with internal border stops on the top and left up to 20mm. The 18x24cm model will accept 10x8” paper only if printing with borders.



Dimensions: 830 x 70 x 718 mm (32.7 x 2.8 x 28.3") Promask 4702 Easel 9.5 x12"



50.85



10x12”



Meopta 2-Bladed Easels



4706: For formats up to 50 x 60 cm (20 x 24").



50 809



8x10”



52 472



MEOPTA ENLARGING EASELS



4705: For formats up to 40 x 50 cm (16 x 20"). Dimensions: 725 x 70 x 620 mm (28.5 x 2.8 x 24.4 ")



50 714



14 703



A new and innovative easel from Meopta, combining the useful features of both 2 and 4 blade easels. Delivery & pricing uncertain at time of going to press, please check website or phone for up to date details.



PROOFERS The leading brand is Paterson, who provide a range with several format, both 35mm and 120 using an attached mask to hold the film, or the Pro Proofer which has no masks, but can be used with all formats up 20 8x10” film, and will accept paper up tosize 9.5x12”.The Pro-Proofer, apart from use as a contact proofer can be used with alternative processes, possibly using a method of registering negative and printing paper, the simplest being taping or stapling them together. 39 919



Paterson Contact Printer 35mm (on 8x10”)



38.29



44.99



1 782



Paterson Contact Printer 35mm (on 9.5x12”)



38.29



44.99



88 817



Paterson Contact Printer 120



38.29



44.99



23 368



Paterson Pro Proof Contact Printer



38.29



44.99



Dimensions: 470 x 30 x 395 mm (18.5 x 1.2 x 15.6") 50 934



Kaiser Masking Frame 4001 9.5 x12"



62.67



73.64



Masking Frame 7x9.5” 18 x 24 cm (7 x 9.5") Metal base plate with non-slip base and dull white surface. Adjustable margins for borders from 5 to 12 mm (0.2 to 0.5"). Plastic dull black masking frame with cm and inch scales and snap paper holding mechanism. Bilaterally guided self-adjusting masking bands. Maximum print size: 19 x 24.5cm (11.8 x 1.4 x 10.8"). Dimensions: 330 x 25 x 275 mm (13 x 1 x 10.8") 50 946



Kaiser Masking Frame 4000 9.5 x12"



40.12



47.14



The Kaiser Proofer is in one format, designed for the simultaneous printing of up to 6 film strips each comprising six 35mm negatives or 7 film strips each with five 35mm negatives on one 8x10” sheet. Hinged glass plate with retaining clips for film strips. Also variable clamping bar for short film strips. 50 959



Kaiser 35mm proofer [4008]



60.17



70.70



Test Sripper Not an essential bit of kit, but it does allow making extremely neat test prints, possibly of most use if making demonstration prints in teaching situations. The top carries 6 separately opened shutters, and turning the paper around after the first set of exposures makes a total of 12 exposures possible on one sheet of 5x7” paper. 50 961



Kaiser Test Stripper [4009]



9.36



11.00
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DARKROOM TIMERS RH Analyser Pro Enlarging Meter



ZoneMaster 11 Enlarging Meter



Features !" Up to eight spot readings of a negative can be taken and the corresponding tonal value of each on the final print will be displayed on the 15 step grey scale. !" Densitometer mode to help refine your film development. readings can also be displayed. !" Simple controls (harder , softer, brighter, darker) allow print contrast and brightness to be previewed without the use of test strips or prints - saves time and paper. Over and under exposure warnings. 13 stopmeasurement range. !" Exposure times of 1.0 to 240 seconds are calculated automatically by the Analyser using the metering probe in conjunction with paper grade and built-in calibration settings. !" Exposure times can be adjusted manually. Basic and burn-in exposures are accurate to 0.1 stop maximum resolution and microprocessor controlled to within a hundredth of a second. !" Clever burn-in feature computes and times the difference between an increased exposure time and the basic print exposure. !" Adjustable calibration caters for preference of paper, processing, and enlarger characteristics for every grade of paper from 00 to 5 including half grades. Eight individual calibration sets for different papers, surfaces, etc. !" Automatic reciprocity failure compensation. !" Automatic test strip generation



Features



Black & White Enlarging Meter & Timer with Grey Scale Display and built-in Densitometer function Now with improved sensor, and easier calibration, the Analyser Pro enables a black and white print to be made quickly and easily from almost any negative. This is achieved simply by using a light measuring probe to spot meter the important areas of the image projected on the enlarger baseboard. The Analyser Pro then displays the measurements on a patented grey scale, indicating the tones that will appear on the print. You can adjust the contrast (paper grade) and brightness of the print using the grey scale indicator. When you are satisfied with the indicated readings, simply place a sheet of paper under the enlarger and press the Print button. The Analyser will turn on your enlarger’s lamp for the correct time to produce a print with the indicated tones. The Analyser Pro is supplied ready calibrated for Ilford Multigrade lV paper; however a simple calibration procedure allows the Analyser to be optimised for your own enlarger’s characteristics and your preference of materials and processes. The characteristics of up to 8 different papers can be stored, and the Analyser pro automatically compensates for paper reciprocity failure. The Analyser Pro is effectively a combination of the ZoneMaster and the StopClock LE. It does not have the exposure memories of the StopClock Pro. If you want the features of a StopClock Pro and also want the Analyser Pro’s metering capabilities, the best choice would be a StopClock Professional and a ZoneMaster. Analyser Specification !" Microprocessor controlled electronic densitometer and timeswitch based on a quartz timing element. Analyser as standard switches the mains supply to the enlarger, low voltage switching is available to special order and may be required if you use a voltage stabiliser with your enlarger. !" Timing accuracy: better than 1%, Timing repeatability: better than 0.1% !" Internal measurement resolution: 1/60’th stop. !" Timing range: 1.0 to 240 seconds per exposure, Timing resolution: 0.01 sec. !" Time setting intervals: 1/3, 1/4, 1/6 or 1/12’th stop; user selectable at any time. Test strips are made using the currently set time interval. !" Optional delay to accomodate slow starting enlargers (eg some Durst & Kaiser stabilised transformers. !" Optional audible seconds tick (“metronome”) !" Measurement spot size: 5.0mm (0.2”) !" Measurement range: 13 stops, with over and under exposure indication. Up to 8 spot measurements per exposure. !" Calibration: built-in, user adjustable exposure and contrast settings for all grades from 00 to 5 in half gd. steps. 8 individual calibration sets. !" Switching capacity: 750W per outlet, 750W total. (115v versions) 500w per outlet, 500w total. !" Display type: Yellow LED, 4 digits for time & paper grade: 15 segment bar graph for grey scale. !" Size: WHD 200mm x 65mm x 160mm, Weight: 1900g approx. excluding accessories. !" Input voltage: 200-250V AC 50Hz !" Footswitch included. 14 779



RH Analyser Pro Timer



211.91



249.00



!" Timing range 1.0 to 240 seconds with unlimited ‘pause and resume’ interrupt facility. Controlled by microprocessor !" Two modes, linear (seconds) and four f-stop settings (1/3, 1/4, 1/6 or 1/12 stop intervals). !" Automatic test strip generation, +/- 3 steps from the set exposure (f-stop modes only) !" Connects to the Zonemaster enlarging meter for exposure measurement and print previewing. !" Resolution (linear mode) 0.1 seconds from 1.0 to 14.9 seconds, 1 second from 15 to 60 seconds, 2 seconds from 60 to 240 seconds. !" Resolution (f-stop mode): user selectable intervals of 1/3, 1/4, 1/6 and 1/12 stops !" Unique (apart from the RH Analyser) burn in feature. To burn in an area by a quarter stop, for example, make the basic exposure, increase the time setting by a quarter stop, press the print button for one second. StopClock LE computes and times the quarter stop interval simply and precisely. !" Multiple burn-in exposures can be made - the base exposure will be stored until the next short press of the Print button updates the memory with the new value. !" Safelight switching facility. !" Socket for optional footswitch. !" Clear LED display with 2 brightness settings. !" Optional start delay to compensate for the bulb ‘softstart’ inherent in some stabilised enlargers. !" Switching capacity of 500W suits almost all enlargers, inc. cold cathode types.



ZoneMaster II Specification !" Metering spot size: 2mm diameter approx !" Internal measurement resolution: 1/60 stop !" Timing range: 1.0 to 240 seconds per exposure. !" Time setting intervals: 1/3, 1/4, 1/6 or 1/12 stop; user selectable at any time. !" Times for Test Strips can be displayed using the currently set time interval. !" Calibration: built-in, user adjustable exposure and contrast settings for all grades from 00 to 5 in half grade steps. Eight individual calibration sets. !" Display type: Red LED, 4 digits for time and paper grade: 15 segment bar graph for grey scale !" Illuminated keypad !" Can be connected to the StopClock Professional for full enlarger control. !" Size: Main console: WHD 145x85x28mmm (5.7 x 3.3 x 1 inches) approx. Sensor: WHD 80x56x24mm (3.1 x 2.1 x 1 inches) approx. !" Weight: 500g approx as shipped, including battery. RH Designs policy is one of continuous development, therefore specifications are subject to change without prior notice.



Banish the Test Strip! A baseboard enlarging exposure meter featuring the RH patented grey scale print tone indicator which shows you the tonal range of the print, so you can place important tones and preview the look of the print without the need for endless test strips. Includes a spot-metering probe with densitometer function, a wide exposure time range (1 - 240 secs) with steps in intervals of 1/3, 1/4, 1/6 or 1/12 f-stops, and storage for the characteristics of eight different papers. All the features of our Analyser Pro for users with an existing timer - or it can be connected to our StopClock Professional for instant transfer of the computed exposure to the timer.



The latest version features a new sensor and measurement subsystem which provides much faster response, especially at low light levels, and greater stability with changes in temperature and over time. In addition, a new Calibration Kit makes calibration faster and easier, and we’ve re-written the User Manual to make it clearer and easier to read. There’s never been a better time to choose an ZoneMaster II! Why the ZoneMaster II is different Enlarging exposure meters often suffer from a number of shortcomings. In many cases, a single reading is taken from a mid-tone area of the negative (or from a diffused image) and exposure based on that reading. This can work quite well but it won’t advise you which paper grade to use. Enlarging exposure meters which indicate a suggested paper grade do so assuming you want your shadows to be at maximum black and your highlights at paper base white. This isn't always the case, particularly in portraiture work. And if it isn’t the case, then you’re on your own - back to the test strip! The ZoneMaster II is different because it tells you exactly the shade of grey that you will get on a print for any spot measured area of the negative. You can see the effects of changing the paper grade without making a print - the ZoneMaster's display indicates the changes in print tone for each measured spot as you alter the grade setting. You can manually override the ZoneMaster's suggested exposure time in order to produce a lower or higher key print, and see the expected results before committing a piece of paper. You can even make your own grey scale for use with the ZoneMaster using your favourite materials and processing, so that its indications will be as close as possible to the final print. You no longer need to worry about compensating for dry down (the increase in density of a dry print as compared to a wet one) because the display indicates the tone on the final, dry, print. All this adds up to a significant saving of both time and materials, and with paper prices rising this can only be an advantage. Darkroom work is much more enjoyable when your success rate is high! The ZoneMaster comes with a fourteen day money back guarantee of satisfaction, so why not try one for yourself? 22 305



Zonemaster 11



148.94



175.00



63



DARKROOM TIMERS Viponel Electronic



RH Stopclock Professional Timer



This is an enhanced version of the Viponel S15, using all electronic circuitry. Time is displayed on a backlit liquid crystal display, and times are selected by SET+ and SET- buttons. Switching allows selection of times from 0.1 second to 1000 seconds. A ‘focus’ button switches the light source on for focussing. An additional socket is fitted which allows the safelight to be switched off during focussing and exposure.



Features !" Basic exp. time 1.0 seconds to 240 seconds, in steps of 1/2 to 1/24’th f-stop. Time is controlled to 0.01 seconds. !" All exposure times are set in coarse and fine steps. The fine step size is 1/24’th f-stop (approx 1%) the coarse step can be set to 1/2, 1/3, 1/4, 1/6 or 1/12 of an f-stop. !" Nine subsequent exposure times can be programmed, each calculated either relative to the basic exposure or to the total exposure time thus far. Burn-in exposures are set in coarse steps of 1/2 to 1/12’th f-stop. !" Two completely independent channels, each having separate basic and burn-in exposure times. !" Split-grade mode, in which each channel tracks the other to maintain print contrast. Contrast is displayed in steps of 0.1 grade. !" Automatic test strip mode, for quickly producing test strips with 1/12’th to 1/2 stop increments. !" Exposure Compensation of +/- 20% to allow for drydown and/or toning with respect to a test print. !" The clear yellow LED display brightness can be set to one of 3 levels. The display colour has been chosen to be safe for both colour and black and white printing. !" Audible beep at the end of each exposure, and optional seconds tick whilst the enlarger is switched on. !" lluminated control buttons. !" Can be connected to a RH Zonemaster for exposure metering.



4 313



Viponel Electronic



59.53



69.95



Viponel S15



The RH Designs StopClock Professional enlarger timer incorporates all the best features of the original StopClock, adding some new ones. Most important of these is the Compensation feature, which adjusts the exposure time +/- 20% at the touch of a button to compensate for drydown, or subsequent toning processes. Now includes 2 completely separate exposure sequences, invaluable for split-grade printing on VC papers. The second channel is also useful for programming flashing and fogging exposures which are separate from the main exposure sequence, and can even be used as a process timer if the enlarger is switched off. A special ‘split-grade’ mode is incorporated which maintains constant print contrast if the exposure time is changed, and displays the contrast as an equivalent paper grade, tp within 1/10’th of a grade. The f-stop method of printing is fundamental to the StopClock’s ease of use; exposure time adjustments are made in terms of f-stops, as are enlarging lens aperture and all camera exposure controls. Complex sequences of dodging and burning can be programmed into StopClock’s memory. If you want to make the same print at a different size, or on a paper with a different speed, the basic exposure time can be changed for the new size or speed and the StopClock’s microprocessor calculates all the remaining steps automatically. Alterations to exposure time can be made in terms of f-stops, with a resolution up to 1/24’th of a stop, and a sequence of dodging and burning can be stored in StopClocks memory. Making the print becomes simply a series of presses of the start key or footswitch. Stopclock Specification !" Timing accuracy: better than 1% !" Timing repeatability: better than 0.1% !" Exposure setting accuracy accuracy: better than 1% resolution one 1/24’th stop. !" Timing range: 1.0 to 240 seconds per step, up to ten steps per channel, 2 channels. !" Timing resolution: 0.01 sec. !" Switching capacity: 750W per outlet, 750W total (230v only; 500w on 115v. !" Display type: Yellow LED, 3 levels of dimming, 590nm LEDS safe colour papers. !" W H D 200mm x 65mm x 160mm. (7.8 x 2.5 x 6.3v) !" Weight: 1800g approx. excluding accessories. !" Input voltage: 200-250V AC 50Hz (120-250V AC to special order) !" Accessories supplied: Mains lead, footswitch, enlarger/safelight connectors, instructions. !" Guarantee: 2 years parts and labour. 14 755



Stopclock Timer



157.45 185.00



These are excellent value for money basic mechanically actuated enlarging timers. Two timing ranges are covered, 0.1 to 6 secs. and 1 to 60 seconds, with switching to change between the two. The selected time is set using a dial with central knob. A ‘focus’ button switches the light source on for focussing. The timer automatically resets to the same selected time at the completion of exposure. The repeat accuracy of these timers is particularly good. 19 884



Viponel S15



34.04



40.00



Paterson 2000D Enlarger Timer Basic enlarging timer, timer, good value. Time selectable is 0.1 - 99 seconds. Red LED output, adjustable for brightness. Exposure can be interrupted. Suitable for loads up to 10 amps. 25 657



Paterson 2000D Enlarger Timer



59.31



69.69



Kaiser Digital Timer 4030 2-digit amber coloured display. Time settings with stepup/step-down keys. Time count-down to zero, then rest to starting time (can be repeated any number of times for exposure series). Interrupt and restart of remaining time, and interruption with direct reset to the set starting time are likewise possible. Focussing light switch. Matt black housing made of impact resistant plastic. Operation by way of 4 large pushbuttons that can be easily located inthe dark. 51 847



Kaiser Digital Timer 4030



76.60



90.00



Kaiser Automatic Timer CPD2 Exposure timer and exposure meter for B & W and colour negatives and slides. Selective or integral exposure metering using a separate probe with colour-corrected silicon photo element and attachable collecting lens. Three-digit digital display. Start button and ready display. Elapsed time runs backwards to zero. Interruption and restarting the remaining time as well as interruption, with direct reset to the given time is possible. Can also be used as an exposure meter with manual time settings. Set time using the Step up/Step down buttons. Additional power outlet for safelight in push-pull switching mode (not suitable for Duka 50 safelight). Switching capacity 500w. Time range: 1.1 to 999 seconds. Index range: 0.1 to 99.9 lux seconds. 51 850



Kaiser Automatic Timer 4214



177.02



208.00
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WASHING ARCHIVAL WASHING



Paterson Water Filter This is adequate if you need a small inexpensive unit which will filter to 20 microns (ie the bits of grit that cause the most trouble, including rust particles). The unit push fits onto a tap, and unscrews for cleaning of the filter element, which is itself replaceable. Fine for small scale use, for a permanent set-up with high volume requirements a larger unit such as the ‘Amatek’ filter range is recommended. 33 210



Paterson Water Filter



10.89



12.80



Paterson Force Film Washer Enables the fastest possible wash with highest archival quality, far better than dribbling water in from a tap. Couples up to the Paterson Water Filter if required.



61 520



Force Film Washer



7.48



8.79



Kaiser Film Washing Hose Similar product to the Paterson force film washer, hose attachment fitting Kaiser tanks and most water faucets. Length approximately 22 inches (55cm).



We have had an interest in fibre base print washing since the 1970’s. Ansel Adams ‘The Print’ had been published in a new edition, and there was a new awareness of the print as an art object, with all the archival issues this involved. This new approach originated in the USA, where during the 70’s and ‘80’s a number of manufacturers competed, offering very large, expensive, cosmetically elegant and frequently ineffectual units. All had their own approach to design criteria, and while it is impossible to make a washer that doesn’t work at all, In the UK, during the ‘80’s several small manufacturers had a stab at designing and marketing archival washers, but the most successful and enduring has been the range produced by Novocrylics, the top end model we stock as the ‘Silverprint Washer’. There are many variations on the original concept of the archival washer, which was first produced in the USA in the late ‘60s. The basic design is a washer in which all prints are held in separate slots, and washed individually to a uniform wash quality, over the whole surface of the print. The Nova washer was designed as a result of looking at many different models and embodying the most desirable features without involving expensive details. This has resulted in a simple and (relatively) cheap unit. They are made in the UK to a competitive price, and constructed throughout from clear acrylic. The three different sizes are built to the same basic plan, with water being fed into each of 12 separate slots from an inlet manifold at the base. This induces a strong swirling action, and water exits over a weir into an outlet section above the inlet. As each slot is completely separate from those adjacent to it the problem of prints fresh from the fix re-contaminating wash water of prints that have been washing for some time is eliminated. The dividers, which are completely removable for cleaning, are ribbed to prevent prints sticking to them. The inlet and outlet use normal plumbing fittings, the inlet requiring a 1/2’’ hose. The outlet can be directly into a sink, or can be led away using a 25mm 90° angle fitting, and a length of 25mm’ PVC waste pipe. A useful set-up could be to feed the waste water further up the line to a pre-wash holding tray. Three units are available; 12x16” print size, (unit size 46 x 25 x 35cm), 16x20” print size, (unit size 57 x 25 x 47cm), and 20x24” print size, (unit size 68 x 25 x 57cm). The Nova Washmaster Archival Washer is built to the same specifications, and with the same length and height as the standard washers above. The difference is in the number of slots- five rather than thirteen, suiting a smaller throughput. The units are accordingly narrower, taking up very little space in the darkroom. Inlet is by 1/2” hose, outlet via 25mm fitting pipe. 32 188



12x16”



6 slot



!



203.40



239.00



33 109



12x16”



12 slot



!



293.62



345.00



32 211



16x20”



6 slot



!



254.47



299.00



33 112



16x20”



12 slot



!



387.23



455.00



32 247



20x24’



6 slot



!



382.13



449.00



33 124



20x24”



12 slot



!



458.72



539.00



50 973



Kaiser Film Washing Hose (4263)



15.32



18.00



Paterson High Speed Print Washer A laminar flow washer for RC papers, provides quick and efficient washing with minimal water consumption for relatively small print throughput. Two maximum print size units available. 15 267



High Speed Print Washer 810



18.37



21.58



16 021



High Speed Print Washer 1216.



32.33



37.99



Kaiser Wash Tray An effective washer for resin coated papers, OK for fibre base papers if they are kept moving, or doubles up as a pre-rinse before entering an archival washer. With connecting hose of 1m. length and hose clip for attaching to tap. 50 985



Kaiser RC Print Washer 12x16” (4094)



20.43



24.00



50 998



Kaiser RC Print Washer 16x20” (4095)



46.81



55.00



Filmclips The Paterson film clip set has an excellent design feature, twin spikes pierce the film under the spring tension resulting in no film buckling. PATERSON 28 713



Film Clip Set



5.69



6.69



The German-made Kaiser range of accessories are wide-ranging in scope, well constructed and durable. This is a listing of most of the wet darkroom items, check the ‘darkroom’ section on our website for full details. KAISER 89 622



Plastic Film Clip Set



[4117]



4.25



5.00



51 005



Stainless Steel Film Clips x 2 [4120]



6.38



7.50
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DARKROOM EQUIPMENT Combi-Plan 5x4’’ Film Tank



Stainless Steel Equipment



A clear plastic frame with slots locates the films. There are slots for 6 sheets, although the user may find less problems with agitation if only 4 are processed at a time. A close fitting soft rubber lid allows inversion agitation, and a drainage outlet at the base allows daylight use. See also the Nova systems above based around the Combi tanks. 68 535



Combi-Plan Tank



59.57



69.99



Plastic Developing Dishes We normally have Paterson dishes in stock, which are well made in heavy-duty plastic. Dishes are normally supplied as white. We can also obtain to order a range of plastic dishes up to 3 x 4 feet. 69 145



8x10’’ dish



3.19



3.75



67 049



10x12’’ dish



4.04



4.75



42 982



12x16’’ dish



7.23



8.50



72 985



16x20’’ dish



9.36



11.00



26 326



20x24’’ dish



18.37



21.58



Film Developing Tanks Paterson offer the widest configuration of tanks, but Kaiser offer a system using compatible spirals at a highly competitive price. The spirals, as with the Paterson system are adjustable to 35mm and 120 formats (with the exception of 127).



Stainless steel tanks are not compatible with plastic spirals of the Paterson type, but use a smaller diameter stainless steel reel which is centre loading, of which the best on the market is the British made Hewes variety. The 35mm spirals use a system of two prongs to locate and centre the film, which is quick and positive in use. Hewes also manufacture a range of stainless steel baskets for deep tank processing, hangers for deep tank sheet processing, and accessories such as stainless steel drying clips. The tanks are the Japanese made ISE brand, with close fitting plastic lids. 25 476



Hewes Stainless Steel 35mm Spiral



8.42



9.89



84 103



Hewes Stainless Steel 120 Spiral



9.45



11.10



7 872



Hanger 5x4”, 4 sheets / frame



37.60



44.18



7 884



Hanger 8x10” 1 sheet / frame



27.25



32.02



-



Hanger 5x7”, 2 sheets / frame



27.25



32.02



1.5 Gallon Tank Series (7 litre) 7 897



Spiral Cage 7 litre



59.73



70.18



7 904



Hanger Cage 7 litre



59.73



70.18



3 Gallon Tank Series (15 litres) 7 917



Spiral Cage 15 litre



66.93



78.64



7 929



Hanger Cage 15 litre



72.57



85.27



4.09



HEWES FILM CLIPS 7 931



Weighted Clip



3.48



7 943



Spring Clip



2.48



2.43



52 347



S/Steel Film Clip, pair, one weighted



3.35



3.95



Spirit Thermometers



PATERSON Wide variety of thermometers, the Kaiser 4087 being the most accurate for colour work.



79 756



35mm Tank + 1 reel



15.74



18.49



79 878



Univ. Tank + 1 reel



16.59



19.49



84 776



Multi Reel 3 Tank



16.59



19.49



96 529



Multi Reel 5 Tank



19.57



22.99



65 734



Multi Reed 8 Tank



27.65



32.49



17 128



Spirit 9” Thermometer



8.76



10.29



67 076



Autoload Reel



8.33



9.79



80 492



Spirit 12” Thermometer



9.18



10.79



84 639



Autoload Reel / 6 pack



43.65



51.29



KAISER



PATERSON



KAISER 49 634



Thermometer



[4080]



4.25



5.00



51 018



Standard Developing Tank (1 reel) (4296)



7.66



9.00



2 380



Wide-range Thermometer



[4081]



5.96



7.00



30 594



Universal Developing Tank (2 reels) (4297)



11.06



13.00



51 032



Floating Thermometer



[4084]



44 868



Kaiser Reel (4298)



5.74



6.75



830



Wide-range Dish Thermometer [4083]



Paterson Measures



34 317



Graduate 45ml



2.89



3.40



89 370



Graduate 150ml



3.23



3.80



72 408



Graduate 300ml



4.08



4.79



50 072



Graduate 600ml



5.69



6.69



58 951



Graduate 1200ml



6.54



7.68



69 546



Mixing Jug



1l



5.69



6.69



5 214



Mixing Jug



2l



9.18



10.79



Paterson Chemical Mixer Combination of agitating rod with broad base for crushing caked particles.



Paterson Chemical Mixer



7.50 8.59



Kaiser Precision Dish Thermometer



A well known range of good quality, clear plastic measuring cylinders - extremely brittle! The mixing jugs are in a translucent polypropylene, with moulded handle (also rather brittle).



73 725



6.38 7.31



3.23



3.79



An extremely accurate spirit thermometer. Luminous blue capillary. Scale from 10 to 50° C, calbrated in steps of 0.2° C, margin of error +/- 0.2° C. Maximum immersion depth 60mm (2.4”) Length: 195mm (7.7”) 3 974



Kaiser Precision Thermometer [4086]



11.06



13.00



Kaiser Digital Thermometer The ‘digi-thermo’ is an accurate, electronic, digital thermometer complete with clock. It comprises a stainless steel probe coupled by a flexible 3’ lead to the display unit, which gives temperatures to one decimal point in either Celsius or Fahrenheit. It has a temperature range of -10° to +110° C, with an accuracy of 0.3°C at 38°C. Additional features include a high or low temperature alarm setting with an audible warning, and a setting for a fast or slow sensing speed (either 1 or 10 second response time). The same unit was also badged by Kodak, now discontinued by them. 25 047



Kaiser Digital Thermometer (4091)



40.00



47.00



Digital Thermometer



Vinyl Gloves Very useful when dealing with toxic solutions, but still let you retain some sense of touch. Lined with talc for easy fitting, can usually be re-used to a fair degree. 22 576



Vinyl gloves / 50 pairs



9.50



11.16



17 214



Vinyl gloves / 1 pair



0.33



0.39



Very good value and a neat design in a compact LCD readout digital thermometer. The probe is protected by a removeable plastic shroud when not in use, which reattaches to act as an extended handle. Measurements in degrees F and C. Max/min function, auto shut off in 1 hour without use. 97mm stainless steel probe, 1 sec reading update. Accuracy = +/- 1° C in the range -30 to 150° C. Battery 1 x 1.5v G13/A76 (LR44 equivalent) This is a new specification, the physical appearance of this updated thermometer may differ slightly. 51 020



Waterproof Digital Thermometer



16.13



18.95
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DARKROOM EQUIPMENT Bamboo Tongs



DIshwarmers These are finished in black enamelled steel with no cut edges to rust. Fitted with a thermostat, they can be adjusted over a temperature range that will go sufficiently high to run a water bath holding solutions at 38º C for colour processes. 51 155



10x12” Dishwarmer [4140]



89.36



105.00



80 355



12x16” Dishwarmer [4141]



98.72



116.00



75 845



Bamboo Tongs / Set of 3



8.47



9.95



Kaiser Stainless Steel Tongs



Black-out Material More correctly should be termed `dim-out’. This is 100% cotton Bolton Twill fabric, treated for light-proofing and flame-proofing. A single thickness used as a blackout will let the odd pinhole through, but be adequate for working with papers. If absolute blackout is needed, any form of lining will ensure this, or the use of a double thickness. Velcro, which can be obtained in reels, is one suitable way of mounting the material into a window space. Supplied in a 48’’ width, by the metre (3’3’’). 1 185



Getting a bit scarcer and a bit more expensive, but these are still the first choice of many printers. As the ends get corroded, break them down and put the rubber tips on again. Supplied in packs of 3.



Black-Out Cloth, 48’’ x 1m



4.55



5.35



Lab Scissors Made of fibreglass reinforced nylon, with blades of special heat treated stainless steel. Length 18cm 7.1”.



With spiral spring andshaped handle for catching on edge of tray. Protective plastic caps to protect emulsion surface. Packed in pairs. 698



Kaiser S/S Tongs, pair



[4067]



8.71



10.23



Plastic Print Tongs Several styles of tongs, all in pairs. KAISER 51 083



Kaiser Print Tongs pair, plastic with clamp [4059]



4.47



5.25



89 587



Kaiser Print Tongs pair, plastic, [4062]



4.68



5.50



5.27



6.00



PATERSON 90 455



Paterson Print Tongs (pair)



Bottles 524



Lab Scissors



10.70



12.57



Hanhart Darkroom Timer Good successor to the old mechanical ‘Smiths’ timers, the German-made Hanhart timer uses a battery powered electronic movement and has analogue sweep hands, counting in seconds up to 1 hour. Controls are simple, Stop/Start using the button on the base, and reset with the button on the top. There are luminous paint dots on the face, which has a diameter of 5”.



38 349



Hanhart Mesotron Darkroom Timer



55.00



64.63



Concertina bottles are black, and the size indicates maximum capacity; when squeezed they will reduce to about 1/3 of that. Polyethylene bottles are rigid white plastic. A tap kit is listed for the 5 and 10 l. sizes, useful for drawing off solution if the bottle is placed on its sides on a shelf. The 2.5, 5 and 10l. sizes are moulded so they can stack on top of bottles the same size. 47 160



Concertina Bottle 1l.



2.03



2.38



96 226



Concertina Bottle 2l.



2.50



2.94



27 922



Polyethylene Bottle 250ml



.60



.71



35 878



Polyethylene Bottle 500ml



.75



.88



24 672



Polyethylene Bottle



1l.



.90



1.06



14 865



Polyethylene Bottle



2.5l.



1.95



2.29



14 840



Polyethylene Bottle



5l.



3.22



3.78



30 640



Polyethylene Bottle



10l.



3.95



4.64



36 546



Tap Kit for 5 & 10 l. bottles



3.36



3.95



3.40



4.00



Kaiser Triple Timer



Funnels



Three independent channels for separate timing, in addition to clock, alarm and calendar functions.Time preset up to max. 99 hours, 59 minutes & 59 seconds, Acoustic signal for countdown to zero. Set starting times retrievable, interruption possible. Counts upwards after countdown to zero. Various acoustic signals for simple identification of different channels. Holder clip for pocket or belt, folding stand and magnet for fixing to metal surfaces. Including button battery 1.5v G-13 type. Dimensions: approx. 82 x 15 x 70mm 51 044



Kaiser Triple Timer



[4219]



25.53



30.00



Kaiser Digital Lab Timer Four-figure LCD display for minutes and seconds. Count down. Time preset up to max. 99 minutes 59 seconds. Acoustic signal for count-down to zero. Interruption possible. Set starting time retrievable. Magnet on the back for simple fixing to metal surfaces. Including button battery: 1.5v type G-5 Dimensions approx, 88 x 14 x 46mm 51 057



Kaiser Digital Lab Timer



[4218]



14.47



17.00



Well there isn’t much to say about funnels.



51 348



Funnel 5.75”



Syringes Useful whenever particularly accurate measurement is necessary, such as measuring very concentrated developers like Rodinal. 49 104



1ml Syringe



0.40



0.47



37 923



2ml Syringe



0.40



0.47



40 201



5ml Syringe



0.40



0.47



26 169



10ml Syringe



0.50



0.59



70 507



20ml Syringe



1.10



1.29



63 579



50ml Syringe



2.50



2.94
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DARKROOM EQUIPMENT SAFELIGHTS



Multigrade Filters Encapsulite Safelights These fluorescent strip safelights are the best option in cost-effective darkroom lighting. While running at a low temperature with small power consumption they also supply broad ‘directionless’ lighting which makes time in the darkroom less fatiguing. We normally stock the type suitable for most graded and VC papers (A10/ND 0.3) and that for ortho materials (R10). A number of lengths are available, and the best value for money is to take the tubes alone, and fit them to your own battens. Supplementary carriage charge of £6.00 per tube consignment, which is individually despatched.



Two types of filter sets are produced for either above or below lens use. The above the lens system comes in two sizes (8.9 and 15cm square). These will normally need trimming down to fit your filter drawer. If a filter drawer is not available, a below lens kit is produced to fit under the prime lens. This is supplied with a collar which can be retained on the enlarger by screwing it into place with the lens - as long as it is a standard Lica (40.5mm) thread. Changing filters is quicker with the below lens system, but the optical performance is more likely to suffer as the filters show their age, above lens sets are the best choice if you have the option. 88 882



Below lens kit



39.71



2 644



A10 / ND0.3 Tube 4’



35.30



41.48



10 372



Above lens kit 8.9cm sq



17.48



20.54



2 657



A10 / ND0.3 Tube 5’



38.98



45.80



97 374



Above lens kit 15.2cm sq



33.36



39.20



30x30cm MG Filters, available all values, each



24.84



29.19



2 840



A10 / ND0.3 Tube 6’



42.60



50.06



13 535



R10 Tube 4’



29.75



34.96



2 669



R10 Tube 5’



33.50



39.36



29 288



R10 Tube 6’



37.10



43.59



2 963



A10 / ND0,3 inc. batten



78.50



92.24



Paterson Safelight Basic but effective and economical safelight, using a 15 watt SES pygmy bulb. Illumination is through 360°, so it effectively covers a large area, one is enough to adequately light a ‘kitchen/bathroom’ darkroom, 2-3 for a more advanced room. 17 324



Safelight (orange)



17.44



20.49



Kaiser Standard Safelight Another basic safelight using a standard 15 SES bulb, the orange filter can be removed and a dark brown filter substituted for colour work substituted. Dull black housing. Top can be tilted from 0 to 40°. Mounting on wall can be done for direct or indirect lighting of working area. Lamp is supplied. 162



Kaiser Safelight [4018]



23.82



27.90



Kaiser Spectral 590 Safelight



Kaiser Spectral 90 Safelight [4220]



Anaret Enlarging Lenses It is not well known that the Meopta Anaret S lenses are optically identical to the Componar S range, and indeed are made on the same production line, although sell at a lower price, substantially lower in some cases. All standard M39 screw, except for the 30mm which is a 23.5mm screw fitting. -



Belar



50mm f4.5



30.00



-



Anaret



30mm f4.5



34.00



-



Anaret



50mm f4.5



32.00



-



Anaret S



50mm f2.8



70.00



-



Anaret S



50mm f4.5



50.00



-



Anaret



80mm f4.5



40.00



-



Anaret S



80mm f4.5



56.00



-



Anaret



105mm f4.5



50.00



-



Anaret S



105mm f4.5



70.00



-



Meogon S



50mm f2.8



140.00



-



Meogon



50mm f5.6



100.00



-



Meogon



80mm f2.8



180.00



-



Meogon S



80mm f4



160.00



-



Lens Mount for 30mm



9.00



-



Lens Mount Adapter 39mm to 23.5mm



9.00



Schneider Enlarging Lenses



Illuminates a broad area with 20 selected LED’s especially adapted to negative-positive processes. The emitted light lies in the narrow spectral range around 590nm to which most colour papers are insensitive. Also suited to variable contrast printing paper, Adjustment knob for controlling brightness. Removable special filter for greater brightness. Dull black housing. Top can be tilted from 0 to 40°. Mounting on wall can be done for direct or indirect lighting of working area. 51 103



46.66



74.04



87.00



RH Torch Safelight This handy torch (flashlight) comes in two flavours - red LED, bright and safe for black and white papers, and yellow LED (590nm) optimised for colour materials. The b/w version produces a bright beam or safe red light ideal for print inspection during development or for locating that dropped dodging tool! The colour version is useful for general orientation in the darkroom while colour materials are exposed - it should not be used for direct illumination of colour materials although the wavelength of the LED light has been chosen to match the minimum sensitivity of colour papers. Housed in a small plastic key-fob style enclosure with a cord which can be worn around the neck or wrist, the SafeTorch can be held and operated with one hand. The momentary switch action ensures it cannot be left on accidentally. The SafeTorch operates on a single 12v alkaline battery (included). Replacements are easily obtainable from retailers or direct from us. SafeTorch Features and Specification Light source: b/w version: red high intensity LED x5; colour version yellow LED x5 Battery: 12v alkaline type L1028, 23A or equivalent Size: 65x38x15mm approx. 51 116



RH Torch Safelight [RED]



11.02



12.95



51 128



RH Torch Safelight [ORANGE]



11.02



12.95



The Componar-S is a 4 element design with opti mum performance at 3 stops down, with screw-off click stop diaphragmand illuminated aperture scale. Available as 80mm f/4.5 and 50mm f/2.8. The Componon-S is a 6 element lens with very high performance, working well through all magnification ratios and apertures, with combined click/variable stop control, aperture pre-setting, and illuminated aperture scale. All have standard Leica thread fitting. 14 464



Componar S



50mm f2.8



68.00



79.90



22 332



Componar S



90mm f4.5



68.00



79.90



5 240



Componar S



105mm f4.5



82.00



96.35



15 389



Comparon



50mm f2.8



128.00



150.40



14 099



Comparon



80mm f4.5



135.00



158.63



23 162



Comparon



105mm f4.5



196.00



230.30



20 904



Componon S



50mm f2.8



174.00



204.45



10 262



Componon S



80mm f4.0



225.00



264.38



23 135



Componon S



100mm f5.6



247.00



290.23
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SCIENTIFIC STUFF Abbey Paper & Board pH Test Pen



RH Paper Flasher The PaperFlasher makes it easy to flash and fog photographic materials to control contrast and add tone to otherwise blank areas and can breathe new life into blocked-up highlights on prints. It comprises a tiny, lightweight, electronically stabilised light source and a battery-operated control box and timer. The light source can be mounted on the darkroom ceiling, on the enlarger lensboard, or in any other convenient position using Blu-Tack, double-sided tape, Velcro or similar. The timer is easy to use, and incorporates a novel test-strip generator for quick and accurate determination of the amount of exposure required. The exposure time can range from 1.0 seconds up to 84 seconds, and is microprocessor controlled to one tenth of a second accuracy. Uses for the PaperFlasher are legion - pre- and postflashing exposures for contrast control, controlled fogging to add tone to blank areas of a print, fogging of print borders, pseudo-solarisation of prints while in the developer (the Sabattier effect), etc. PaperFlasher Features !" Makes flashing and fogging easy - no need to remove the negative or use a separate enlarger !" Electronically stabilised light source for repeatable and consistent results !" Light source is small (40x40x20mm, 1.5x1.5x0.8 inches) and lightweight, making it easy to mount almost anywhere !" Battery-operated - inherently safe and portable. Control box size: 105x60x22mm (4.1x2.3x0.9 inches). Socket for optional foot switch. !" Built in timer with a range of 1.0 to 84 seconds !" Accurate and repeatable timing with 0.1 second accuracy !" Test strip generation in 0.1 and 0.5 stop steps for quick and easy determination of exposure !" Filters for intensity and colour control can easily be fitted to the light source !" Single PP3 type battery (included) provides long life and is easily replaceable. Rechargeable types can be used. !" Illuminated tactile switches, splashpoof case. !" Dimensions: Timer: WHD 110x65x28mm (4.3 x 2.5 x 1.1 inches) approx. Weight as shipped 250g approx. 40 348



RH Paper Flasher



58.72



69.00



pH Paper Hydrion pH paper supplied in a dispenser with outer storage case, and large colour chart. Yields a sharp colour change for each pH unit. The range of the paper we stock is pH 1 through to 12. 28



Hydrion pH Paper



13.16



15.46



Agfa Step Tablet A transparent step wedge consisting of exposed and processed density steps on acetate film. There are 11 steps covering densities from film base to approximately 2.00. Transparent colour patches Yellow Magenta Cyan Red Green and Blue are included at one end of the wedge, in case required for densitometer calibration. Overall dimensions are 25 x 125mm and the area covered by the steps is 25 x 95mm. 69 393



Agfa Step Tablet



10.31



12.11



HT-2 Hypo Test Solution This solution is made to the recommended HT-2 silver nitrate formula. HT-2 is mainly for use in determining if fibre-based papers have been adequately washed. A drop of the solution is placed on the margin of the print, left for 2 minutes, and then blotted off. Any stain darker than a light straw colour indicates too high a residual thiosulphate level, and further washing is required. 34 796



HT-2 Solution



4.25



5.00



An easy, convenient method for distinguishing between safe papers and boards, and unsafe acidic material. Easy to use; simply draw a line and read it as soon as it dries. The chloro-phenol red indicator solution turns a definite purple colour on any paper with a pH of 6.5 and above. Any other colour would indicate a material most probably unsuitable for conservation purposes. Please note: this testing method may produce unreliable results on coloured materials. 60 813



Abbey pH Testing Pen



4.50



5.29



Tetenal Fixing Bath Test Kit Comprises 100 test strips for checking silver level in a fixing bath, and also checks pH level to ensure the bath is sufficiently acidic. A colour chart is supplied so that silver level can be read accurately.



27 848



Fixing Bath Test Kit



13.45



15.80



Heiland TRD 2 Densitometer



The TRD 2 is an instrument for measuring reflected and transmitted densities of neutral colour materials in the fields of photography, printing and graphics, micro-film and x-ray processing. Construction: Powered by mains AC voltage. The body of the unit, made of a plastic material, also serves as a platform on which the original rests during measurement. The mode selection switch has the following positions: ‘T’ (transmission measuring) ‘O’ (off) ‘R’ ( reflection measuring) In ‘O’ position, only the measuring light and the density display are switched off. In positions ‘T’ and ‘R’ the corresponding measuring light and density display are automatically activated whenever the measuring head is lowered. The measuring head is connected to the body of the unit by a precise bearing, thereby assuring the long term accuracy of the measuring geometry. Density values are shown on a 3 digit LED display on the front of the measuring head. The display shows readings as low as log 0.01, and, in the case of measuring extremely dense areas, a low level warning signal (‘8.88’) will flash. A reset button for the density display is located on top of the measuring head. To prevent accidental erasure of previously taken readings, this button is designed to work only when the measuring head is operated. Different zero points (nulling) are defined for transmission and reflection measuring. Electronically, the measuring system mainly consists of the lamp, the photocell, the microprocessor and the density display. Also, due to the sophisticated method of voltage regulation and high quality components, the measuring lamp life is long and constant. The latest technology, first class materials and detailed workmanship assure precise and reliable measuring over a long period. Additionally, you can be sure of high stability in view of temperature and humidity changes. 14 909



Heiland Densitometer



361.70



425.00
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DARKROOM EQUIPMENT / DRYING Translyte Film Drying Cabinet



Film Squeegees Like them or loathe them, a generation were taught to use squeegees with film. A less risky alternative is a piece of good quality chamois (see below).



6 399



Paterson Film Squeegee



89 575



Kaiser Film Squeegee



[4070]



7.48



8.79



6.38



7.50



Single Blade Squeegee For wiping excess water off FB and RC papers. Contoured plastic handle with soft rubber blade.



8 967



Single Blade Squeegee



[4074]



7.45



The cabinet is supplied in two units, the heater/fan base in one, and the flat-packed cabinet in the other, needing only a screw-driver for assembly. 8.75



Wide enough to cover up to 8” wide prints, anytrhing bigger needs 2 passes.



Paterson Print Squeegee



16.59



19.49



Roller Squeegee Mainly of use in glazing, to put pressure on to ensure maximum contact when trying to achieve a high gloss finish with glossy fibre-base paper.



16 765



Kaiser Roller Squeegee [4056]



13.19



15.50



Chamois Leathers A good alternative to squeegeeing with less risk attached is using a piece of good quality chamois. Keep it clean, and before use soak it in water with a little wetting agent, wring it out, wrap it round your forefinger and draw it down each side of the film after it has been hung up. The chamois will absorb surface water, and there is no danger of scratching a ‘tramline’ into the emulsion. 44



Chamois Leathers, 5 pc 3.25x4.5”



8.50



9.99



Fibreglass Screen Mesh Fibreglass mesh drying is one of only a few methods of drying prints to a good standard of archival permanence. The fibreglass material is inert with high tensile strength, which when plastic coated forms an inert air permeable surface that will not absorb moisture or chemical contamination. Periodically the screen can be rinsed to prevent any build-up of chemical residue. If you would prefer to make up your own screens, we have the plain fibreglass mesh in 48” width, which we sell by the metre. The colour is mid-grey. One convenient form of ready made support is an artists canvas stretcher. 46 355



Drying Screen Mesh 1m



11 494



Pro 2001 Drying Cabinet



368.51



433.00



Translyte FB Print Dryer



Paper Squeegee



48 572



All the essential features of a large (and expensive) drying cabinet in a unit designed for the smaller dark room. Rotary fan and heater in the removable base unit pass air through an efficient and easily changed filter. The cabinet is plastic laminated sheet metal, and the door is fitted with an inspection window. The height allows full 36 exposure film lengths to be dried. The heating unit includes 3 preset heat settings, and a film that has been squeegeed will be dry to handle in about 5 minutes. Slower drying is generally preferable, and on settings 2 & 3 will take up to about 20 minutes. The heat can also be switched off altogether, and fan driven cold air used for slower drying.



6.00



7.05



Archival Blotter



The bane of the archivally minded printer, but they do dry fibre-based prints quickly, and can produce a high surface sheen with glossy papers. This is a traditional design, using a heated chassis with a curved top surface, around which a tensioned fabric blanket is stretched, pressing the fibre-based print down onto it. Not now supplied with glazing plate, which are a bit hard to come by. The unit is thermostatically operated, and we recommend running it at a reasonably low temperature, which will tend to prevent the cockling which sometimes results from running it at full blast. 36 892



Translyte FB Paper Dryer



117.45



138.00



Translyte RC Paper Dryer Basic heating cabinet for speeding up drying RC prints. After washing, the wet print is squeegeed and then placed onto one of the grids inside the dryer, which slide out for loading. A lateral fan blows heated air across the prints, dramatically reducing the drying time, and giving the extra high gloss possible with heat drying. Two sizes are available, 12 x 16” or 16 x 20”. Each model will take 4 prints of the dryers maximum dimensions or the equivalent surface area (ie the 16 x 20” will take four 8 x 10” prints per tray, totalling a maximum capacity of 16). Construction is welded steel finished in a black epoxypolyester rust resistant coating. The units have 3 heat settings plus cold air blow, making them suitable for all resin coated paper, including Ilfochrome. Drying times vary from about 3-6 minutes. 47 801



Translyte RC Dryer 12 x 16”



166.37



195.48



47 814



Translyte RC Dryer 16 x 20”



255.32



300.00



Paterson Drying Rack The lowest-tech RC dryer around, prints simply slot into this rack and are left to dry, although it can be speeded up with a fan heater in the vicinity.



41 677



Paterson Print Drying Rack



23.82



27.99



Kaiser Drying Rack



Wood & acid free, heavy 300 gsm 17 x 24” sold in packs of 10 and 50 sheets. If prints were dried from wet in the same blotters the two would bond fatally, so the idea of the method is is to put the FB print through several stages of drying. Several changes of the drying print into fresh dry blotters are required, so you need plenty of them. A suggested sequence is squeegee the wet prints and then put them into the first set of blotters. Place them under reasonable pressure. Leave them for 20 minutes, then take them out and put them into new blotters for 2 hours. Finally, put the prints into more fresh blotter and leave till dry, which is probably overnight. It sounds rather involved, but should result in prints that need no further flattening. 37 891



Archival Blotter 300 gsm 17x24” / 10



3.36



3.95



38 679



Archival Blotter 300 gsm 17x24” / 50



13.46



15.82



For air drying resin-coated paper, taking five 12x16” or 9.5x12” prints, ten 8x10” prints or more prints of smaller size. Required space: approx 32 x 22.5cm (12.6 x 9”) Height: approx 25cm (10”) 51 096



Kaiser Print Drying Rack



17.02



20.00





 View more...



Comments






















Report "Dark Room Equipment"






Please fill this form, we will try to respond as soon as possible.


Your name




Email




Reason
-Select Reason-
Pornographic
Defamatory
Illegal/Unlawful
Spam
Other Terms Of Service Violation
File a copyright complaint





Description








Close
Submit















Share & Embed "Dark Room Equipment"





Please copy and paste this embed script to where you want to embed



Embed Script




Size (px)
750x600
750x500
600x500
600x400





URL










Close











About | 
Terms | 
Privacy | 
Copyright | 
Contact



 
 
 










Copyright ©2017 KUPDF Inc.








 SUPPORT KUPDF


We need your help! 


Thank you for interesting in our services. We are a non-profit group that run this website to share documents. We need your help to maintenance this website.

	
Donate

	
Sharing







To keep our site running, we need your help to cover our server cost (about $400/m), a small donation will help us a lot.





	
Share on Facebook

	
Share on Google+

	
Tweet

	
Pin it

	
Share on LinkedIn

	
Send email




Please help us to share our service with your friends.








No, thanks! Close the box.








